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TABLE 1 TO SUBPART IIII OF PART 60—EMISSION STANDARDS FOR STATIONARY PRE-
2007 MODEL YEAR ENGINES WITH A DISPLACEMENT OF <10 LITERS PER CYLINDER
AND 2007-2010 MODEL YEAR ENGINES >2,237 KW (3,000 HP) AND WITH A DISPLACE-
MENT OF <10 LITERS PER CYLINDER

[As stated in §§60.4201(b), 60.4202(b), 60.4204(a), and 60.4205(a), you must comply with the following emission standards]

Emission standards for stationary pre-2007 model year engines with a
displacement of <10 liters per cylinder and 2007-2010 model year en-
gines >2,237 KW (3,000 HP) and with a displacement of <10 liters per

Maximum engine power cylinder in g/KW-hr (g/HP-hr)
Nl * HC NOx co PM
KW<8 (HP<11) S, 10.5 (7.8) 8.0 (6.0) 1.0 (0.75)

8<KW<19 (11<HP<25)
19<KW<37 (25<HP<50)
37<KW<56 (50<HP<75) ..... .
56<KW<75 (75<HP<100) ... S I
75<KW<130 (100<sHP<175) . o |
130<KW<225 (175<HP<300) - 13
225<KW<450 (300<HP<600) S 1.3
1.3
13

9.5 (7.1)
9.5 (7.1)

6.6 (4.9) | 0.80 (0.60)
5.5(4.1) | 0.80 (0.60)

450<KW<560 (600<HP<750) o |
KW>560 (HP>750) ............ SSRR IO

6.9)| 11.4(85)| 0.54(0.40
6.9)| 11.4(85)| 0.54(0.40

9.2 (

9.2 (

9.2 ( . - .
9.2(6.9)| 11.4(85)| 0.54 (0.40)
9.2(6.9)| 11.4(85)| 0.54 (0.40)
9.2 ( )
9.2 ( )

TABLE 2 TO SUBPART IIII OF PART 60—EMISSION STANDARDS FOR 2008 MODEL YEAR
AND LATER EMERGENCY STATIONARY CI ICE <37 KW (50 HP) WITH A DISPLACE-
MENT OF <10 LITERS PER CYLINDER

[As stated in §60.4202(a)(1), you must comply with the following emission standards]

Emission standards for 2008 model year and later
emergency stationary Cl ICE <37 KW (50 HP) with a
displacement of <10 liters per cylinder in g/KW-hr (g/
Engine power HP-hr)

Model NOx +

year(s) NMHC co PM
KW<8 (HP<11) .......... 2008+ 7.5 (5.6) 8.0 (6.0) | 0.40 (0.30)
8<KW<19 (11<HP<25) 2008+ 7.5 (5.6) 6.6 (4.9) | 0.40 (0.30)
19<KW<37 (25<HP<50) 2008+ 7.5 (5.6) 55 (4.1) | 0.30(0.22)

TABLE 3 TO SUBPART IIII OF PART 60—CERTIFICATION REQUIREMENTS FOR
STATIONARY FIRE PUMP ENGINES

As stated in §60.4202(d), you must certify new stationary fire As stated in §60.4202(d), you must certify new stationary fire

pump engines beginning with the following model years: pump engines beginning with the following model years:
Starting model Starting model
year engine year engine
manufacturers manufacturers
must certify ) must certify
Engine new Engine new
power stationary power s}atlonary
fire pump fire pump
engines engines
according to according to
§60.4202(d)? §60.4202(d)?
KW<75 ... KW>560
(HP<100) 2011 (HP>750) ... 2008
75sKW<130 ... 1Manufacturers of fire pump stationary Cl ICE with a max-
(100<HP<175) .. 2010 imum engine power greater than or equal to 37 kW (50 HP)
130<KW<560 .... and less than 450 KW (600 HP) and a rated speed of greater
(175<HP<750) .. 2009 than 2,650 revolutions per minute (rpm) are not required to

certify such engines until three model years following the
model year indicated in this Table 3 for engines in the appli-
cable engine power category.

[71 FR 39172, July 11, 2006, as amended at 76 FR 37972, June 28, 2011]
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